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T001 (RF/EM/AM)
Description: Small Square Hard Tag 
Dimension: 42mm*48mm
 Frequency: 8.2MHz  Detection range: 1.22m-1.37m(4.8'-5.4') 
Color: Black/gray/white or custom design; 
 Lock:Three balls clutch, standard/super or    custom design; 
  Packaging: 1000pcs/carton, 0.032 stere, Gross Weight: 12.5 k
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T003(RF)
Description: Small square hard tag 
   Demension:52mm 
   frequency:8.2mhz 
   Detection range: 1.22m-1.67m (4.8'-6.4) 
   color: Black/gray or custom design 
   Lock:Three balls clutch, standard/super. 
   Packaging : 500pcs /carton, ？ Stere,  Gross weight:？kg.
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T005 (RF/EM)
Description: Large Square Hard Tag 
Dimension: 66mm * 54mm 
Frequency: 8.2MHz,1.95MHz or custom design 
Detection range: 1.5 m-2.1m (5.9'-8.3') 
Color: Gray/white or custom design; 
Lock:Three balls clutch, standard/super or custom design; 
Packaging detail: 500 PCs/carton,0.029 stere Gross Weight: 9.4kg
      RF/EM hard tag
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T002(RF/EMAM)
Description: Small Square Hard Tag 
   Dimension: 40mm*46mm
   Frequency: 8.2MHz 
   Detection range: 1.22m-1.37m(4.8'-5.4') 
   Color: Black/gray/white or custom design; 
   Lock:Three balls clutch, standard/super or custom design; 
   Packaging: 1000pcs/carton, 0.032 stere, Gross Weight: 12.5k
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T004 (RF/EM)
Description: Large Square Hard Tag 
Dimension: 70mm * 58mm 
Frequency: 8.2MHz, 1.95MHz or custom design 
Detection range: 1.5 m-2.1m (5.9'-8.3') 
Color: Gray/white or custom design; 
Lock:Three balls clutch, standard/super or custom design; 
Packaging detail: 500 PCs/carton,0.035 stere Gross Weight: 9.5k
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T006 (RF/EM)
Description: Water Drop Hard Tag 
 Dimension: 48mm * 66mm
  Detection range: 1.5 m-2.1m (5.9'-8.3') 
   Color: Gray/white or custom design; 
   Lock:Three balls clutch, standard/super or custom design; 
   Packaging detail: 500 PCs/carton, 0.029 stere,Gross Weight:9kg
[image: image7.jpg]


T007 (RF/EM)
Description: Mini Round Hard Tag
Dimension: 46mm 
Detection range: 1.5 m - 2.1m( 5.9'-8.3') 
Color: Gray/white or custom design; 
Lock:Three balls clutch, standard/super or custom design; 
Packaging detail: 200 PCs/carton,0.034 stere, Gross Weight:12kg
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T009 (RF/EM)
Description: large round hard tag 
Demension: 60mm 
frequency:8.2mhz,1.95mhz or customized. 
Detection range: 1.5 m-2.1m (5.9'-8.3') 
color: Black/gray/white or custom design 
Lock:Three balls clutch, standard/super. 
Packaging : 500pcs /carton, 0.033 Stere, Gross weight:7kg
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T011 (RF/EM)
Description: large round hard tag 
Demension: 53mm 
frequency:8.2mhz,1.95mhz or customized. 
Detection range: 1.5 m-2.1m (5.9'-8.3') 
color: Black/gray/white or custom design 
Lock:Three balls clutch, standard/super. 
Packaging : 500pcs /carton, 0.033 Stere, Gross weight:7kg
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T008 (RF/EM)
Description: Mini Round Hard TagDimension: 50mm 
Frequency: 8.2MHz
Detection range: 1.22 m-1.37m( 4.8'-5.4')
Color: Gray/white or custom design; 
Lock:Three balls clutch, standard/super or custom design; 
Packaging detail:1000 PCs/carton,0.034 stere, Gross Weight:12kg 
[image: image11.jpg]


T010 (RF/EM)
Description: Alpha
Demension: 70mm 
frequency:8.2mhz,1.95mhz or customized. 
Detection range: 1.5 m-2.1m (5.9'-8.3') 
color: Black/gray/white or custom design 
Lock:Three balls clutch, standard/super. 
Packaging : 500pcs /carton, 0.033 Stere ,Gross weight:8kg
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T012 (RF/EM/AM)
Description: Golf tag. Ink tag
Demension: 56mm 
frequency:8.2mhz,1.95mhz or customized. 
Detection range: 1.5 m-2.1m (5.9'-8.3') 
color: Black/gray/white or custom design 
Lock:Three balls clutch, standard/super. 
Packaging : 500pcs /carton, 0.033 Stere , Gross weight:8kg
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T013 RF/EM/AM
Description: Golf tag. Ink tag 
Demension:f56mm 
frequency:8.2mhz,1.95mhz or customized. 
Detection range: 1.5 m-2.1m (5.9'-8.3') 
color: Black/gray/white or custom design 
Lock:Three or four balls clutch, standard/super. 
Packaging : 500pcs /carton. 37cm*30cm*30cm 0.033 Stere 
Gross weight:8kg. 
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T015 RF/EM/AM
Description: Golf tag. Ink tag
Demension:f65mm  frequency:AM. 
Detection range: 1.5 m-2.1m(5.9'-8.3') 
color: Black/gray/white or custom design 
Lock:Three or four balls clutch, standard/super. 
Packaging : 500pcs /carton. 37cm*30cm*30cm 0.033 Stere 
Gross weight:10kg. 
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T029 (RF/EM)
Description:Cone 
Dimension: 62mm 
Frequency:8.2MHz 
Color:White/Black/customize 
Lock:Three balls,standard/super 
Packaging : 500pcs /carton. 37cm*33cm*28。5cm 0.035 Stere 
Gross weight:8.8kg
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T014 RF/EM/AM
Description: Golf tag. 
Demension: 56mm 
frequency:8.2mhz,1.95mhz or customized. 
Detection range: 1.5 m-2.1m (5.9'-8.3') 
color: Black/gray/white or custom design 
Lock:Three balls clutch, standard/super. 
Packaging : 500pcs /carton, 0.033 Stere, gross weight:8kg
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T030(RF/EM)
Description: cone
Demension:f65mm  frequency:AM. 
Detection range: 1.5 m-2.1m(5.9'-8.3') 
color: Black/gray/white or custom design 
Lock:Three or four balls clutch, standard/super. 
Packaging : 500pcs /carton. 37cm*33cm*28。5cm 0.035 Stere 
Gross weight:8.8kg. 
[image: image18.jpg]


T031 RF/EM/AM
Description: X50 
Dimension: 52mm(1.96") 
Frequency:8.2/1.95MHz,58KHz 
Color:White/Gray or customize 
Lock:Three balls,standard/super 
Packaging : 500pcs /carton. 39cm*33.6cm*28.5cm 0.032 Stere 
Gross weight:7.5kg
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T032 RF/EM/AM
Description: R50 
Dimension:52mm(?1.87") 
Frequency:8.2MHz,58KHz 
Color:Black/White or customize 
Lock:Three balls,standard/super 
Packing detail:1000pcs/carton37×33×28.5cm

0.035Stere 
Gross weight11.3kg
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T034 RF/EM/AM
Description: Mini Round 
Dimension:42mm(?1.67") 
Frequency:8.2MHz,58KHz 
Color:White/Gray or customize 
Lock:Three balls,standard/super 
Packing detail:1000pcs/carton 
0.035Stere 
Gross weight12.5kg
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 T035
Frequency: 8.2MHz 58K
Dimension :50mm (2.01") 

Detection range: 1.05m - 1.62m (3.44'-4.50') 

Color: Light Gray or Customize 

Lock: Three balls clutch, Standard/Super 

Packing detail: 1,000pcs/carton 0.04CBM
 GW: 12.53kg 
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T033 RF/EM/AM
Description: Hardset Tag 
Dimension:55×45mm 
Frequency:8.2/1.95MHz,58KHz 
Color:White/Gray/customize 
Lock:Three balls,standard/super 
Packing detail:500pcs/carton
39×33.6×24cm
0.032Stere 
Gross weight8.5kg
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T023
Frequency: 8.2MHz 58K

Dimension: 4 4.20mm *23 .20mm (1.74"*0.93") 

Detection range: 0.90m -1.10m ( 2.95" -3.61" ) 

Color: Beige/Gray Lanyard: 90mm ( 3.54" ) Pin: 14mm ( 0.55" ) 
Lock: Three balls clutch Super/Standard 

Packing detail: 1,000pcs/carton 0.020CBM GW: 10.40kg 
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  T036
Description:. jewellery tag
  Dimension: Ø 43mm*23mm*8mm

  Color: Beige/Grey 

  Lock: three balls clutch super/standard 

  Packing detail: 1,000pcs/carton 0.028CBM GW: 8.88kg 
A AM hard tagg    Art Tags
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T016 AM/RF
Description: AM Pencil tag 
Description: Compatible to Sensormatic, Knogo, WG etc AM system. 
Dimension: 45mm x 12mm 
Frequency: 58KHz 
Detection range: 1.3 m-2.8m
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T017 AM/RF
Description: Pencil tag
Dimension:50mm*13mm(?1.7"*5) 
Frequency:8.2MHz,58KHz 
Color:White/Gray or customize 
Lock:Three balls,standard/super 
Packing detail:1000pcs/carton 
0.035Stere 
Gross weight12.5kg
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T0118 AM
Description: Micro Gator 
Dimension:75×28×20mm 
Frequency:58KHz 
Color:Cream/gray or customize 
Packing detail:1000pcs/carton
0.033Stere 
Gross weight4.5kg
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T019AM
Description: Mini Pencil 
Dimension:46×12mm 
Frequency:58KHz/60KHz/66KHz 
Color:White/Black or customize 
Lock:Three balls,standard/super 
Packing detail:1000pcs/carton  
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T020 AM
Description: Pencil 
Dimension:68×21×8mm 
Frequency:58KHz/60KHz/66KHz 
Color:White/Black or customize 
Lock:Three balls,standard/super 
Packing detail:1000pcs/carton
0.03Stere 
Gross weight14.5kg
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T021 AM
Description: Xpencil 
Dimension:25×19×11mm 
Frequency:58KHz/60KHz/8.2KHz 
Color:White or customize 
Lock:Three balls,standard/super 
Packing detail:2000pcs/carton
0.03Stere 
Gross weight17kg
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T022 AM
Description: Clutch 
Dimension:67×22×19mm 
Frequency:58KHz 
Color:White or customize 
Lock:Three balls,standard/super 
Packing detail:5000pcs/carton
0.026Stere 
Gross weight18.5kg
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T024 AM
Description: Mini Pencil 
Dimension:55×12mm 
Frequency:58KHz/60KHz/66KHz 
Color:White/Black/customize 
Lock:Three balls,standard/super 
Packing detail:1000pcs
Bottle tag
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T025 AM
Description: Supertag 
Dimension:88×19×9mm 
Frequency:58KHz 
Color:Gray/Cream or customize 
Lock:Semsormatic lock 
Packing detail:500pcs/carton
0.03Stere 
Gross weight10kg
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  T026
Frequency: 8.2MHz 58K 
Dimension: 54.8mm * 20.4mm (2.16"*0.80") 

Detection range: 1.05m -1.22m ( 3.44' -4.00' ) 

Color: Beige or Customize 

Lock: Three balls clutch, Standard/Super 

Packing detail: 1,000pcs/carton 0.034CBM GW: 11.25kg
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 T026
Frequency: 8.2MHz 58K 
Dimension: 53mm*40mm*20mm (2.16"*1.6”*0.80") 

Detection range: 1.05m -1.22m ( 3.44' -4.00' ) 

Color: Beige or Customize 

Lock: Three balls clutch, Standard/Super 

Packing detail: 1,000pcs/carton 0.034CBM GW: 12.5kg
	
	   B001
Description: bottle tag/ Milk Bottle tag 
 appearance and high cost 
 performance ratio; 
 Dimension: 74mm*28mm*41mm
 Frequency:58K
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 B001                B002
Optical tag
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 O001 (AM)
Description: protect glasses 
Dimension: 50*24mm 
Frequency:RF8.2MHz; 58KHz 
Detection range: 1.5m-2.1m 
Color: grey or customize 
Lock: Standard/super lock
Packaging detail: 1000 PCs/carton,

0.035
stere        Gross Weight:11kg
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 O003(RF/AM)
O003 Optical Tag 
Dimension:42×38mm 
Frequency:8.2MHz/58KHz/66KHz 
Color:black/Gray or customize 
Lock:Three balls,standard/super 
Packing detail:1000pcs/carton
Packaging detail: 1000 PCs/carton,

0.035
stere        Gross Weight:11kg
Detection range: 1.5 m - 2.1 m ( 5.9'-8.3') 
 Color: Gray/white or custom design; 
 Lock:Three or four balls clutch, standard/super or custom design;
Packaging detail: 250 PCs/carton,0.026
stere        Gross Weight:7.6kg
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B003               B004(AM)
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 O002(RF/AM)
Description: Optical Tag
Dimension:48×66mm 
Frequency:8.2MHz/58KHz/66KHz 
Color:White/Gray or customize 
Lock:Three balls,standard/super 
Packing detail:1000pcs/carton Packaging detail: 1000 PCs/carton,

0.038
stere        Gross Weight:11.7kg
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  O004 Optical Tag 
Frequency: 8.2MHz, 58 KHz 

Dimension: 40×28×22mm 

Detection range: 1.05m -1.22m ( 3.44' -4.00' ) 

Color: Beige/Gray 

Lock: Three balls clutch Super/Standard 

Packing detail: 2,000pcs/carton 0.04CBM GW: 18.50kg 
Ink tags
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 I001
Description: the ink pin can be attached with any EAS tag to protected goods, with inks in , ink will be out when broken. 
Dimension: 42*27mm (1.65"*1.06") 
Color: White/gray or customize
Packaging detail: 1000 PCs/carton,

0.023
stere        Gross Weight:8kg
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I002

Description: the ink pin can be attached with any EAS tag to protected goods, with inks in , ink will be out when broken. 
Dimension: 25mm (1.0") 
Color: White/gray or customize
Packaging detail: 1000 PCs/carton,

0.03
stere        Gross Weight:4.5kg
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 I003
Material: ABS Ink pin

Frequency: 8.2MHz, 1.95MHz 

Dimension: Ø 46.4mm 

Color: Beige/White/Gray or Customize 

Ink color: Red, Green, Blue, Yellow 

Lock: Three balls clutch, standard/super 

Relative detacher: All magnetic detacher 
Packaging detail: 1000 PCs/carton,

0.04
stere        Gross Weight:11kg
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I004 RF/AM/EM
Description :Golf ink tag

Description: Forced removal will release ink and may cause injury.

Dimension: Ф41mm 

Frequency:　8.2/1.95 MHz/58khz/66khz or customized 

Color: black or customize

Lock: Standard/super lock
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 I006
Description:3 balls lock ink tag
Dimension:55mm 
Frequency:58KHz 
Color:Black/White/customize 
Packing :500pcs/carton 
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 I007 
Dimension:53×28mm 
Color:Gray/White/Transparent 
Packing :1000pcs/carton
Packaging detail: 1000 PCs/carton,

0.053
stere        Gross Weight:12.5kg
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 I008 
Dimension:43×27mm 
Color:Transparent/customize 
Packing :1000pcs/carton
0.023
stere        Gross Weight:8kg
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 I009
Dimension:55×25mm 
Color:Gray/White/Transparent 
Packing :1000pcs/carton
0.053
stere        Gross Weight:12.5kg
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 RS007
Name: SZ series antennas 
(on Luxury) 

Colour:Stainless steel
Frequency: 8.2MHZ
High: 155cm 
Testing scope :  1.3(label)-1.8cm (tag) 
Width : 40.5cmWeight: 13kg 
Closed mobile PCB, apply most advanced R DSP technology.


It can be avoid interfere from electronic, 
fluorescent lamp, metal handcart. 
This system no false alarm, noblin darea 
for(4x4cm) label. 
High sensitive, every side of label can be sensed by system. 
For tag, the detect range is 2.0M 
Easy installation, easy maintain and upgrade, every mode can work alone. 
High flexibility, quick reaction speed, low power consumption 

RF system
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 RS001 
crystal clothing burglary-resisting products use the no power LC resonance reflection principle, the main board uses the digital circuit, has advantages of luxurious outward appearance, high sensitivity, high check width, low mis-report rate, reliable burglary-resisting function, is the best choice for the domestic various markets, the clothing store, the supermarket and so on .
With the sole TRIMMER-ADI technology; High sensitivity and checking rate;Multiple antijamming technology, double insurance; Three-dimensional checking; stop from static electricity; The acousto-optics warning; can be used in pairs, and can be also connected among many ones, is very flexible
The technical parameter Checking scope 
Check 8.2MHz hard label and soft label 
Power source：220VAC/400mA ± 10% normal checking distance 
Power consumption：12W Standard big hard tag standard distance 1.6m, ，maximum range 2.2m 
center frequencies：8.2MHz Standard small hard label：standard distance 1.4m, Maximum range: 2m 
Frequency discrepancy：±600KHz
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RS002                   RS005
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RS003         RF deactivator
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RS004              Holding detector
RF/AM soft label
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 RL001

Dimensions: 3X4cm, 4X4cm 5X5cm
Frequency: 8.2mhz or customized. 
description:black, White or false bar code, Deactivable or non deactivable 
Packing: 1000pcs per roll&20rolls per case, 0.03 stere Gross weight: 13.5kgs. 
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 RL
Dimensions: 3X4cm, 4X4cm 5X5cm
Frequency: 8.2mhz or customized. 
description:black, White or false bar code, Deactivable or non deactivable 
Packing: 1000pcs per roll&20rolls per case, 0.03 stere Gross weight: 13.5kgs. 
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 RL
Dimensions: 3X4cm, 4X4cm 
Frequency: 8.2mhz or customized. 
description:black, White or false bar code, Deactivable or non deactivable 
Packing: 1000pcs per roll&20rolls per case, 0.03 stere Gross weight: 13.5kgs.

[image: image63.jpg]


 RL
Dimensions: 3X4cm, 4X4cm 
Frequency: 8.2mhz or customized. 
description:black, White or false bar code, Deactivable or non deactivable 
Packing: 1000pcs per roll&20rolls per case, 0.03 stere Gross weight: 13.5kgs. 
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l LE label

eas AM soft label/tag

Frequency:58KHZ
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 DR LABEL

eas AM soft label/tag

Frequency:58KHZ
EM systems
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ES001
[image: image66.jpg]



ES005
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ES003
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ES004
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ED001 wireless EM deactivator 
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ED002 EM deactivator/reactivator
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ED003 EM strip check equipment 
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EM Holding detector
 EM Strip/Soft(Art) tag 
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 EL001
EM strip (EM soft label) 
Dimension: 6cm-16cm 
Material : iron and cobalt 
Description: available to METO, and other EM systems to protect library or book store
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 EL002

EM strip (EM soft label) 
Dimension: 6cm-16cm 
Material : iron and cobalt 
Description: available to METO, and other EM systems to protect library or book store
lock
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 H002 

Description: hold the soft tags on the fabric with a pin. 
Dimension: 15mmx17mm 
Color: Gray/white or customized 
Lock: standard/super
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 A001 

Description:you can put a logo or bar code or price card on it. With RF coil inside the plastic envelope. Used together with the clutches and pins. 
Dimension: customized 
Frequency: 8.2 MHz or customized 
Detection: 1.3m-2.8m 
Lock: Standard/super lock
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EL002
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EL004
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 H003 

Description: hold the soft tags on the fabric with a pin. 
Dimension: f12mm*14mm 
Color: Gray/white or customize 
Lock: Three balls clutch, standard/super
Detacher
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 code: D001 
Demension:f68mm*35mm 
Magnetic Force: 
Standard : >=4500GS 
Weight:250g 
Packing: 50pcs/Carton, 37mm*30mm*30mm 0.033 Stere 
Gross Weight: 14kg.
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 code: D002 
Demension:f68mm*35mm 
Magnetic Force: 
Standard : >=4500GS 
Weight:250g 
Packing: 50pcs/Carton, 37mm*30mm*30mm 0.033 Stere 
Gross Weight: 14kg.
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 code: D003
Demension:f75mm*30mm 
Magnetic Force: 
Standard : >=4500GS 
Super: >=7500GS 
Weight:550g 
Packing: 50pcs/Carton, 37mm*30mm*30mm 0.033 Stere 
Gross Weight: 29kg
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D007            D008
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 code: D004 
Demension:f75mm*60mm 
Magnetic Force: 
Standard : >=4500GS 
Super: >=7500GS 
Weight:500g 
Packing: 50pcs/Carton, 37mm*30mm*30mm 0.033 Stere 
Gross Weight: 29kg
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 code: D005 
Demension:f75mm*35mm 
Magnetic Force: 
Standard : >=4500GS 
Super: >=7500GS 
Weight:550g 
Packing: 50pcs/Carton, 37mm*30mm*30mm 0.033 Stere 
Gross Weight: 29kg.
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 code: D006 
Demension:f75mm*35mm 
Magnetic Force: 
Standard : >=4500GS 
Super: >=7500GS 
Weight:550g  Packing: 50pcs/Carton, 37mm*30mm*30mm 0.033 Stere
Gross Weight: 29kg. 
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D009            D010
Coil
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C001           C002          C003           C004           C005

[image: image93.jpg]


 [image: image94.jpg]


 [image: image95.jpg]


 [image: image96.jpg]


 [image: image97.jpg]



   C006           C007           C008           C009      C010 AM Coil : 58K
	Option of pins:
Length: 16/19/21/24mm
Surface: Smooth/ Grooves
Color: Gray/White/Beige
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 Eas pins                                                      
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P001
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P002 
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P003 
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P004 
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P005 
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P006 
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P007


 Flat head  Cone-shaped    Plastic   Round head  Cone-shape    Plastic pin     
          head   
Lanyard
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   L001
Name:lanyard 
Spec: 10-20cm 
Packing: 2000pieces/carton
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 L002

Name:lanyard 
Spec: 10-20cm 
packing: 2000pieces/carton
Safer
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 Code: S001 
Cassette Safer /mc safer 
Description: Outstanding obdurability and good diaphaneity; 
Dimension: 127x74x25mm 
Frequency: RF EM
[image: image109.jpg]


  L003
Name:lanyard 
Spec: 10-20cm 
Packing: 2000pieces/carton
[image: image110.jpg]


 Code: S002 

Cigarette Safer 
Description: Outstanding obdurability; 
Dimension: 357x110x60mm 
Frequency: RF EM AM
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 code: S00 3 
(Mobile/notebook)Battery,radio, tape recorder, and other goods safer ( all-closed structure and suitable for all kinds of the case). 
Dimension: 140x110x25mm, 140x110x40mm, and other dimensions. 
Frequency: for all RF/EM. 
Very strong structure, new Lock structure...
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 code ：S004
DVD safer ( all-closed structure and suitable for all kinds of the DVD). 
Dimension: 240x154x20mm 
Frequency: for all RF/EM
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 Code:S005
Description:DVD safer 
Dimension: 23mm*145mm*203mm
Frequency:8.2mhz or customized/ 58khz/66khz/EM
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 Code:S006
Description:safer for chewing gum,cachou, battery, etc
Dimension: 161*27.1*119.5 mm 
Frequency:8.2mhz or customized/ 58khz/66khz/EM
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 Code:S007
Description:safer for chewing gum,cachou, battery, etc
Dimension: 79*32.2*109.8 mm 
Frequency:8.2mhz or customized/ 58khz/66khz/EM
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 Code:S008
Description:safer for chewing gum,cachou, battery, etc
Dimension: 161*27.1*119.5 mm 

Frequency:8.2mhz or customized/ 58khz/66khz/EM
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 Code:S009
Description:safer for ink box etc
Dimension: 53*51.71*119.3 mm
Frequency:8.2mhz or customized/ 58khz/66khz/EM
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Code: S010 S011 S012 S013 
CD Safer and VCDsafer
Description: Outstanding obdurability and good 
diaphaneity; 
Dimension: 148x137x16mm 
Frequency:RF EM AM
New product
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